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Time-lag switch

URMET GROUP

230V~ 50/60Hz %
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TA220d
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*(DB> Parallelkompensation: C < 100 uF
@B Parallel compensation: C < 100 uF
-10°C ... +60°C

Funktion
Function

@B 3/4 Leiter AnschluBbeispiele
@B 3 | 4 conductor, example connections
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(OE> Sicherheitshinweise:

Dieses Produkt darf nur durch eine Elektrofachkraft installiert werden, anderenfalls besteht Brandgefahr oder Gefahr eines elektrischen Schlages.
Vor der Installation die Bedienungsanleitung lesen, den produktspezifischen Montageort beachten und nur Originalzubeh&r benutzen. Alle Produkte
diirfen ausschlieBlich von speziell geschulten Mitarbeitern gedffnet und repariert werden. Durch unbefugte Offnung oder Reparatur erléschen alle
Haftungs-, Ersatz- und Gewahrleistungsanspriiche.

Safety notes

This product should preferably be installed by a qualified electrician. Non-compliance may result in a fire hazard or electric shocks. Before installati-
on, read the operating instructions and observe the product-specific requirements for the installation location. Use only original spare parts for repair
and maintenance. All products may be opened and repaired only by specially trained personnel. Unauthorised opening and repair by other persons

will invalidate all claims for liability, replacement or warranty services.
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(@B Bei Leuchtstofflampen und Energiesparlampen wird die Unterbrechungszeit (0,3s) durch den Neustart der Lampen verlangert.
For fluorescent lamps and energy-saving lamps, the break time (0.3 s) is extended by the lamp restart time.




